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Informacione te pérgjithshme

Numri i artikullit

BEGLO

95368

Lloji drita e murit
Segmenti i produktit Ambient i brendshém
temé sontige / nicht zuordenbar

Klasa e kursimit té energjisé F
Dimenzionet

Lartésia (né mm/in) 170
Gjatésia (né mm/in) 60
Pesha 0,51
Pjesa e zgjatur (né mm/in) 85
Materiali & Ngjyra

Materiali celiku
Ngjyra krom, e bardhé

Funksionaliteti

Lloji i ndérprerésit

pa ndérprerés

Bateria

Jo
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95368
PASSA

Informacione teknike

Shkalla e sigurisé

BEGLO

IP20

Klasa e sigurisé

1

Tensioni i rrjetit elektrik

220-240V,50/60Hz

Tensioni i punés

220-240V,50/60Hz

Vat 1 2,8
Ndricues 1

Numri i prizés sé llambés / burimi i drités 1 2
Lloji i hapjes 1 GU10
Lloji i ndriquesit 1 LED
Drita e pérfshiré 1 Pérfshiré
Lumenoni ¢do prizé llambé / burim drite 1 250
Kelvin 1 3000
ngjyra e hapur 1 WARM WHITE
Klasa e kursimit té energjisé [

Info changeability[Jlight source/driver

LED exchangeable by customers, no driver included

Forma ndricuese 1

GU10

? warm
2 X

GU10 2 X
2.8 W 250
Im

Ndryshime teknike rezervé

Contact | Support

eglo.com/en/eglo-worldwide
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