98472
SALICETO

Informacione té pérgjithshme

Numri i artikullit

BEGLO

98472

Lloji

ndigues i futur

Segmenti i produktit

Ambient i brendshém

temé sontige / nicht zuordenbar
Klasa e kursimit té energjisé G
Dimenzionet

Gjerésia (né mm/in) 88
Gjatésia (né mm/in) 88
Thellésia e instalimit (né mm/in) 56
Ndérprerja (né mm/in) 68
Pesha 0,14
Materiali & Ngjyra

Materiali alumini
Ngjyra nikel saten
Materiali i xhamit/Konturés xhami
Ngjyra e xhamit/Konturés pastér

Funksionaliteti
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Lloji i ndérprerésit

pa ndérprerés

Funksioni LED nuk zévendésohet
Bateria Jo
Informacione teknike

Shkalla e sigurisé P20
Klasa e sigurisé 2
Tensioni i rrjetit elektrik 220-240V,50/60Hz
Dimmable Yes
Vat 1 6
Max.Watt pérfshiré transformatorin/shoferin 6W
Ndricues 1

Numri i prizés sé llambés / burimi i drités 1 1
Llojii hapjes 1 LED
Lloji i ndriquesit 1 LED
Drita e pérfshiré 1 Pérfshiré
Lumenoni ¢do prizé llambé / burim drite 1 380
Kelvin 1 2700
ngjyra e hapur 1 WARM WHITE
Klasa e kursimit té energjisé G
Dimmable Yes

Dimeri i pérshtatshém

NR.06: 5TC8 256 - SIEMENS

NR.07:2262 00 - GIRA

NR.08: 2873 - BERKER

NR.11: 5TC8 284 - SIEMENS

NR.12: 2247 U - BUSCH-JAEGER

NR.19:7759 03 ADW-ETL4 - LEGRAND

Nr.20: 6523 U - BUSCH-JAEGER

Nr.21: 32E450UDM - CLIPSAL

Nr.22: Cat 400T - LEGRAND

Nr.24: 6524 U - BUSCH-JAEGER

Nr.25: 225 NV DE - JUNG

Nr.28: 8542 12 00 - BERKER

Nr.29: 5TC8 263 - SIEMENS

Nr.31: 5TC8211-0 - SIEMENS




Nr.32: System 2000 2385 00 - GIRA
Nr.33: ETD U2 - SCHALK

Nr.34: EUD61NPN-UC - ELTAKO
Nr.36: 6523 UJGL-214P - ABB
Nr.37: VD100 - VADSBO
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THE FUNCTIONAL GUARANTEE ONLY APPLIES TO THE USE OF THE PRODUCTS IN THE PRIVATE SECTOR AND NOT
TO PRODUCTS THAT ARE USED COMMERCIALLY (E.G. IN RESTAURANTS, HOTELS, RESORTS), ON A COMMUNAL

LEVEL OR IN GENERAL AREAS OF MULTI-PARTY HOUSES.

Ndryshime teknike rezervé
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Contact | Support
eglo.com/en/eglo-worldwide
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