94051
FUEVA 1

General Information

Materijal broj

BEGLO

94051

Tip Ugradbeno svjetlo
Produkt segment Unutarnja rasvjeta
Tema ostalo/ nije dodijeljeno

Klasa energetske efikasnosti E
Dimensions

Promijer proizvoda (u mm/in) 120
Dubina ugradnje (u mm/in) 30
Izrez (u mm/in) 108
Neto teZina (u kg) 0.16

Material & Colour

Materijal kudista

lijevani metal

Boja kucista bijelo
Materijal stakla/sjenila plastika
Boja stakla/sjenila bijelo

Functionality

Tip prekidaca

bez prekidaca

Funkcija

nije moguca zamjena LED

Baterija

Ne
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94051
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Technical Information

BEGLO

Stupanj zastite IP20
Klasa zastite 2
Mrezni napon 220-240V,50/60Hz
Dimabilno No
Vat 1 5,5
Maksimalna voltaza ukljucen transformator/ driver W
[lluminant 1

Broj grla za zarulje/izvor svjetla 1 1
Tip uti¢nice 1 LED
Tip zarulje 1 LED
Zarulja uklj. 1 Uklju¢eno
Lumen svake uti¢nice za zarulju/izvor svjetla 1 700
Kelvin 1 4000
Boja svjetla 1 WHITE
Lumen s poklopcem 440
Nominalni zivotni vijek (u h) 25000
Prebacivanje ciklusa 15000
kW /1000h 6
Klasa energetske efikasnosti E
Dimabilno No

Info changeability[light source/driver

LED + driver can be exchanged by a specialist

Nazivna snaga lampe (preciznost 0,1W)

55

Tolerancija boje (LED, SDCM)

<6
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Compatible Dimmers

NR.10:

286710 - BERKER

BEGLO

NR.11:

5TC8 284 - SIEMENS

NR.13:

6519 U - BUSCH-JAEGER

NR.14:

6513 U-102 - BUSCH-JAEGER

NR.16:

0307 00 - GIRA

NR.17:

433 HAB - PEHA

NR.18:

225 TDE - JUNG

NR.19:

7759 03 ADW-ETL4 - LEGRAND

Nr.21:

32E450UDM - CLIPSAL

Nr.22:

Cat 400T - LEGRAND

Nr.24:

6524 U - BUSCH-JAEGER

Nr.26:

315GLE - ELKO

Nr.27:

H-GDM250 - HAMILTON

Nr.28:

8542 12 00 - BERKER

Nr.29:

5TC8 263 - SIEMENS

Nr.30:

852,096 - OPUS

Nr.31:

5TC8211-0 - SIEMENS

Nr.32:

System 2000 2385 00 - GIRA

Nr.33:

ETD U2 - SCHALK

Nr.34:

EUD61NPN-UC - ELTAKO

Nr.35:

6523 U-102 - BUSCH-JAEGER

Nr.36:

6523 UJGL-214P - ABB

Nr.37:

VD100 - VADSBO

Nr.38:

SBD200LED - SCHNEIDER
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