900763
CAROSSO-Z

General Information

BEGLO

ApLBuOG UALKOU 900763
TUmoG XWVEUTO PWG
Tunua npoiovtog E0WTEPLKOU XWPOU
B<pa EGLO connect.z
Evepyelakni anddoon E
Dimensions

MAdtog Pwtlotikou(oe XA /ivtoaq) 93
Mnkog dwTtLotikou(oe XA /lvtoa) 93
Bdbog eykatdotaong (o€ X\ /ivtoaq) 70
MéeyeBog SLakontn ac@aleiag / peAe (o€ mm/lvtoa) 80
KaBapd Bdpog (kg) 0,22
Material & Colour

YALKO aAoupivio
Xpwpa pavpog
YALko MuaAtov/KamneAou TAQOTLKO
Xpwpa MuaAtov/KangAou AEUKO
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Functionality

TUnog Alakomntn

Xwplg dtakomntn

Aettoupyla ENEYXOC HEOW APP + TNAEXELOTNPLOU CCT, RGB
Mrnatapia OxL
Technical Information

Babuog npootaciag IP20
Katnyopla npootaciag 2
Tdon &ktuou 220-240V,50/60Hz
Dimmable Yes
Bat 1 4,7
llluminant 1

AplBuog unodoxng Aaumthpa / tnyrn ewtog 1 1
TuUnocg Ntoul 1 LED
TUrog Aapntnpa 1 LED
Aaprtipag nep. 1 MePLEKTLKOG
auvAoug kaBe urodoxn Aaurag / MNnyn ewtog 1 440
Kelvin 1 2700-6500
avoLXTO xpwua 1 RGB+TW
Evepyelakni anddoon E
Dimmable Yes

AuvaToOTNTA AAAQYrG TANPOYOPLWVY TtNYN
PWTOG/MPOypappa 08rynong:

LED avToAAGELpa and ELSLKO, SV
nepAauBavetal npoypappa 0drynong

0 = i €

1x4,7 1x4401 @80
W m

Technical changes reserved

Contact | Support
eglo.com/en/eglo-worldwide
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