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General Information

Material number 11877
Type lightbulb
Light colour 1 WARM WHITE
llluminant type 1 LED
EAN/UPC 9002759118778
Energy efficiency class (EEI) G
Lamp socket 1 E27
Dimensions

Article Diameter (in mm/in) 95
Article Length (in mm/in) 140

Light Information

Colour Tolerance (LED, SDCM) <6
lluminant form 1 G95

Technical Information
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Lamp Power Factor

0.4

Nominal Current (in mA)

24

Nominal Lifetime (in h)

25000

Rated Lamp Power (0,1W precision)

Rated Lifetime (in h)

25,000

Switch information

Starting Time

<0,5 sec

Warm-Up Time up to 60%

<1sec

Switching Cycles

15000

Compatible Dimmers

NR.08: 2873 - BERKER

Nr.28:

8542 12 00 - BERKER

Nr.31:

5TC8211-0 - SIEMENS

Nr.35:

6523 U-102 - BUSCH-JAEGER

Nr.36:

6523 UJGL-214P - ABB

Nr.37:

VD100 - VADSBO

Nr.39:

7520 62 - LEGRAND

Nr.55:

DIMAX 542 plus S 5420130 - THEBEN

Nr.56:

6526 U - BUSCH-JAEGER

Nr.57:

6523 UR-103 - BUSCH-JAEGER

B=SRHEDREE

E27

2200K 25000h 220-240 15000x
V,50/60
Hz

Technical changes reserved

Contact | Support
eglo.com/en/eglo-worldwide

2/2


https://www.eglo.com/en/eglo-worldwide

	11877
	LM_LED_E27
	h21
	General Information
	Dimensions
	Light Information
	Technical Information
	Switch information
	Compatible Dimmers


