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COMMISSION DELEGATED REGULATION (EU) 2019/2015
with regard to energy labelling of light sources

 

EGLO Leuchten GmbH, Heiligkreuz 22, 6136 Pill, AT  

 

General Information
Material number 12598
Type lightbulb
Light colour 1 WARM WHITE
Illuminant type 1 LED
EAN/UPC 9002759125981
Energy efficiency class (EEI) F
Lamp socket 1 E27
 

Dimensions
Article Diameter (in mm/in) 140
Article Length (in mm/in) 200
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Light Information
Rated useful lumen 380
Color temperature (K) 3000
Color rendering index (CRI) 80
Colour Tolerance (LED, SDCM) <6
Illuminant form 1 T140
 

Technical Information
Equivalent power (W) 33
Lamp Power Factor 0.4
Nominal Current (in mA) 21
Nominal wattage (W) 4
Nominal Lifetime (in h) 15,000
Rated Lamp Power (0,1W precision) 4

Rated Lifetime (in h) 15,000
 

Switch information
Starting Time <0,5 sec
Warm-Up Time up to 60% < 1 sec
Switching Cycles 15000
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Compatible Dimmers
NR.10: 286710 - BERKER  
NR.11: 5TC8 284 - SIEMENS  
NR.12: 2247 U - BUSCH-JAEGER  
NR.14: 6513 U-102 - BUSCH-JAEGER  

NR.16: 0307 00 - GIRA  
NR.17: 433 HAB - PEHA  
NR.18: 225 TDE - JUNG  
NR.19: 7759 03 ADW-ETL4 - LEGRAND  

Nr.21: 32E450UDM - CLIPSAL  
Nr.22: Cat 400T - LEGRAND  
Nr.24: 6524 U - BUSCH-JAEGER  
Nr.28: 8542 12 00 - BERKER  
Nr.31: 5TC8211-0 - SIEMENS  
Nr.33: ETD U2 - SCHALK  
Nr.37: VD100 - VADSBO  
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