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COMMISSION DELEGATED REGULATION (EU) 2019/2015
with regard to energy labelling of light sources
EGLO Leuchten GmbH, Heiligkreuz 22, 6136 Pill, AT
General Information
Materiala numurs 11693
Type Spuldze
gaiSa krasa 1 WARM WHITE
Gaismas avota tips 1 LED
EAN/UPC 9002759116934
Energoefektivitate
letveres tips 1 E27
Dimensions
Izstradajuma diametrs (mm/in) 95
Izstradajuma garums (mm/in) 140
Light Information
Krasu pielaide (LED, SDCM) <6
Apgaismotaja forma 1 G95
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Technical Information

BEGLO

Lampas jaudas koeficients 0,9
Nominala strava (mA) 20
Nominalais kalposanas laiks (h) 25 000
Aprékinata lampas jauda (0,1W precizitate) 4
Aprékinatais kalposanas laiks (h) 25 000
Switch information

Dimmable (bulb, board, stripe,...) 1
Palaides laiks 0,5 sec
UzsilSanas laiks ldz 60% 1 sec
Parslégsanas cikli 15000
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Compatible Dimmers

NR.O1: 2830 10 - BERKER
NR.02: 434 - PEHA

NR.03: 2250 U - BUSCH-JAEGER
NR.05: 266 GDE - JUNG

NR.06: 5TC8 256 - SIEMENS
NR.07: 2262 00 - GIRA

NR.08: 2873 - BERKER

NR.10: 286710 - BERKER
NR.12: 2247 U - BUSCH-JAEGER
NR.16: 0307 00 - GIRA

NR.17: 433 HAB - PEHA

NR.18: 225 TDE - JUNG

NR.19: 7759 03 ADW-ETL4 - LEGRAND

Nr.20: 6523 U - BUSCH-JAEGER
Nr.21: 32E450UDM - CLIPSAL
Nr.22: Cat 400T - LEGRAND

Nr.24: 6524 U - BUSCH-JAEGER
Nr.25: 225 NV DE - JUNG

Nr.29: 5TC8 263 - SIEMENS

Nr.31: 5TC8211-0 - SIEMENS

Nr.32: System 2000 2385 00 - GIRA

Nr.33: ETD U2 - SCHALK
Nr.34: EUD61NPN-UC - ELTAKO
Nr.35: 6523 U-102 - BUSCH-JAEGER

B =M EMREE

E27 1700K 25000 220-2 15000
40V,5 X
0/60H
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Technical changes reserved
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