98239
SALABATE

General Information

BEGLO

Materiala numurs 98239
Type iedzilinats gaismeklis
Produktu segments lekstelpu
temats cits / nav pieskirams

Energoefektivitate

Dimensions

Izstradajuma platums (mm/in) 88
Izstradajuma garums (mm/in) 88
UzstadiSanas dzilums (mm/in) 52
legriezums (mm/in) 68
Neto svars (kg) 0,21
Material & Colour

Korpusa materials aluminijs
Korpusa krasa balts
Stikla/Abazira materials stikls
Stikla/Abazira krasa caurspidigs
Functionality

Slédza tips bez slédza
Akumulators Né
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98239
SALABATE

Technical Information

Aizsardzibas pakape

BEGLO

IP20, IP44

Aizsardzibas klase

2

Tikla spriegums

220-240V,50/60Hz

Dimmable

Vats 1 6
Max.Watt incl.transformer/driver 6
[lluminant 1

Lampas ligzdas/gaismas avota numurs 1 1
letveres tips 1 LED
Gaismas avota tips 1 LED
Gaismas avots iesk. 1 leklautas
Katra lampas ligzda / gaismas avots 1 380
Kelvin 1 2700
gaisSa krasa 1 WARM WHITE

Energoefektivitate

Dimmable

Info changeability[Jlight source/driver

LED exchangeable by a specialist, no driver included

Compatible Dimmers
Nr.31: 5TC8211-0 - SIEMENS

Nr.35: 6523 U-102 - BUSCH-JAEGER

Nr.39: 7 520 62 - LEGRAND

Nr.55: DIMAX 542 plus S 5420130 - THEBEN

Nr.60: 6523 U-102-500 - ABB

Nr.63: 820320 LEDDIM 400 - SG

Nr.67: 820323 LEDDIM200

Nr.68: 506DA126, Lauritz Knudsen

768 IP20,
380 IP44
Im
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SALABATE WEGLO
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Technical changes reserved
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