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COMMISSION DELEGATED REGULATION (EU) 2019/2015 with regard to energy labelling of light sources
EGLO Leuchten GmbH, Heiligkreuz 22, 6136 Pill, AT

s102/6102

General Information

Gaminio kodas 11878
Type lempute
Sviesi spalva 1 WARM WHITE
Sviestuvo tipas 1 LED
EAN/UPC 9002759118785
Energijos vartojimo efektyvumo klase

Lizdo tipas 1 E27
Dimensions

Gaminio skersmuo (mm/in) 125
Gaminio ilgis (mm/in) 170

Light Information

Spalvy tolerancija (LED, SDCM) <6
apsvietimo forma 1 G125

Technical Information
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Lempos galios koeficientas

0,4

Nominali srove (mA)

24

Nominalus tarnavimo laikas (val.)

25000

Nominali Sviestuvo galia (0,1 W tikslumas)

Nominalus tarnavimo laikas (val.)

25000

Switch information

Jsiziebimo laikas

<0,5 sec

JSilimo laikas iki 60 proc.

<1sec

Perjungimo ciklai

15000

Compatible Dimmers

NR.01: 2830 10 - BERKER

NR.08: 2873 - BERKER

Nr.28:

854212 00 - BERKER

Nr.31:

5TC8211-0 - SIEMENS

Nr.35:

6523 U-102 - BUSCH-JAEGER

Nr.36:

6523 UJGL-214P - ABB

Nr.37:

VD100 - VADSBO

Nr.39:

7520 62 - LEGRAND

Nr.55:

DIMAX 542 plus S 5420130 - THEBEN

Nr.56:

6526 U - BUSCH-JAEGER

Nr.57:

6523 UR-103 - BUSCH-JAEGER

Nr.58:

6526 U-500 - ABB

Nr.59:

6523 UR-103-500 - ABB

Nr.60:

6523 U-102-500 - ABB
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2200K 25000h 220-240 15000x
V,50/60
Hz

Technical changes reserved
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