98305
SALICETO

General Information

BEGLO

Gaminio kodas 98305
Type jleidziama Sviesa
Produkty segmentas Vidaus
tema sonstige / nicht zuordenbar

Energijos vartojimo efektyvumo klase

Dimensions

Gaminio skersmuo (mm/in) 88
Montavimo gylis (mm/in) 42
ISpjova (mm/in) 68
Grynasis svoris (kg) 0,12
Material & Colour

Korpuso medziaga aliuminis
Korpuso spalva baltas

Functionality

Jungiklio tipas

néra perjungimo

Funkcija

Maitinimo elementas

Ne
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98305
SALICETO

Technical Information

Apsaugos laipsnis

BEGLO

IP20

Apsaugos klase

2

Pagrindine jtampa

220-240V,50/60Hz

Veikimo jtampa

220-240V,50/60Hz

Dimmable

Vat 1 6
Max.Watt incl.transformer/driver 6w
[lluminant 1

Lempos lizdo / Sviesos Saltinio skaicius 1 1
Lizdo tipas 1 LED
Sviestuvo tipas 1 LED
Lemputé yra komplekte 1 Iskaitant
Kiekviena lempos lizdas / Sviesos Saltinis 1 580
Kelvin 1 4000
Sviesi spalva 1 WHITE

Energijos vartojimo efektyvumo klase

Dimmable

Info changeability[Jlight source/driver

Sviesos $altinis gali biti pakeistas specialisto, Komplekte
néra transformatoriaus
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SALICETO BEGLO

Compatible Dimmers

Nr.31: 5TC8211-0 - SIEMENS
Nr.35: 6523 U-102 - BUSCH-JAEGER

Nr.39: 7 520 62 - LEGRAND
Nr.55: DIMAX 542 plus S 5420130 - THEBEN

Nr.60: 6523 U-102-500 - ABB
Nr.63: 820320 LEDDIM 400 - SG
Nr.67: 820323 LEDDIM200

Nr.68: 506DA126, Lauritz Knudsen
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THE FUNCTIONAL GUARANTEE ONLY APPLIES TO THE USE OF THE PRODUCTS IN THE PRIVATE SECTOR AND NOT TO PRODUCTS

THAT ARE USED COMMERCIALLY (E.G. IN RESTAURANTS, HOTELS, RESORTS), ON A COMMUNAL LEVEL OR IN GENERAL AREAS OF
MULTI-PARTY HOUSES.

Technical changes reserved
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